catno. 1-091a

MODEL Capacity (kg) | Stroke (m) | Weight (kq)
TW-00 0.5~1.5 0.5 0.2
TW-0 0.5~1.5 1.0 0.5
TW-3 1.0~3.0 1.3 1.4
TW-5 25—5.0 1.3 1.5
TW-9 45~9.0 1.3 3.4
TW-15 9.0~15.0 1.3 3.8
TW-22 .15.0—22.0 1.5 72
TW-30 22.0~30.0 1.5 76
TW-40 30.0~—40.0 1.5 9.8
TW-50 40.0~50.0 1.5 104
TW-60 50.0~60.0 1.5 11.6
TW-70 60.0~70.0 1.5 11.8
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MODEL | Capacity (xg) | Stroke (m) | Weight (kg)  Hose DIA (@ mm)

HW-0 0.5—1:5 1.3 1.6 @6.5 /D10
HW-3 1.5—~3.0 1.3 157 6.5/ @10
3.0~5.0 1.3 1.8 6.5/ 310

-Functions both as balancer and hose reel

: L
®

MODEL | Capacity (kg) | Stroke (m) Weight (kg)
RW-0 05—1.5 2.0 0.5
RW-3 1.0~3.0 2.0 0.7
RW-5 25—5.0 2.0 0.9

-Tension easily adjustable using knob
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MODEL Capacity (kg) Stroke (m) Weight (kg)

TW-1R 0.5~1.5 1.5 0.3
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